
                                         
A7200(Clear), A7300 (Gray), 

 A7400 (White) and A7500 (Black) 
Premium Acrylic Foam Tapes 



                   A7200  Clear Acrylic “Core” Tape 

  The Basics: 

 
• Monolayer product (No additional adhesive 

coatings) 

 

 

 

 

  

 
 

• Stock available locally 

• Standard in plastic core 

 

Log Size 
Standard 
Thickness Width Length 

mm mm inche Meter Yard 
0.5 800 31.5 33 36 
0.7 800 31.5 33 36 
1 800 31.5 33 36 

1.5 800 31.5 20 22 
2 800 31.5 15 16 

3 800 31.5 10 11 



Key Benefits of NORBOND® A7200  Clear  

• NORBOND®:  “Providing Durable, Long Lasting Security” 

• Outstanding viscoelastic and adhesion properties 

• Satisfies special visual and design requirements unique 
when bonding glass or clear surfaces (virtually invisible) 

• Exceeds 7 Days (10,000 minutes with 1Kg weight ) for 
shear strength even at elevated temperatures 

• OPTIONS:  Highlights our flexibility  to offer tinted 
adhesives and liner varieties (with graphic printing) all 
subject to MOQ’s… 



How does Data compare… 

Test                      A7200 Competitor #1 

 

Competitor # 2 Competitor # 3  Comment 

Thickness 

(mm) 

1.0 1.0 1.0 1.0 

90° Peel to 

Alum. 
N/cm (lb/in) 

40 ( 23) 30 (17) 

 

34 (19) 40 (23) Compare Well 

T-Block 
N/cm2 (lb/in2 ) 

65 ( 94) 71 (103) 74 (107) 80 (116) Compare well 

Static Shear Pass/ Exceeds 7 

Days 

212⁰ F (100⁰ C) 

weight = 1.0kg 

 158⁰ F (70⁰ C) 

weight = 1.0kg 

 

158⁰ F (70⁰ C) 

weight = 0.75kg 

 

73⁰ F (23⁰ C) 

weight =1kg 

 

Best 

Performance 

Temp 

Resistance 

-30°F to 200°F  

(-35°C to 93°C) 

31⁰ F to 194⁰ F 

(-35⁰ C to 90⁰ C) 

-40⁰ F to 248⁰ F 

 (-40⁰ C to 120⁰ C) 

-31⁰ F to 194⁰ F 

(-35⁰ C to 90⁰ C) 

 

Very Good 

Performance 



                          A7300 Gray Acrylic Foam Tape 

The Basics: 

Monolayer: (0.5mm) 

Multi-Layer (Adhesive 2 side) 

 

 

 

 

 

 

 

• Stock available locally 

• Standard in plastic core 

 

Log Size 
Standard 
Thickness Width Length 

mm mm inche Meter Yard 
0.5 800 31.5 33 36 
0.8 800 31.5 33 36 
1.1 800 31.5 33 36 



Key Benefits of NORBOND® A7300 Gray 

 

• NORBOND®:  “Providing Durable, Long Lasting Security” 

• Outstanding viscoelastic and adhesion properties 

• Exceeds 7 Days (10,000 minutes with 1Kg weight ) for 
shear strength even at elevated temperatures   

• OPTIONS:  Highlights our flexibility  liner varieties (with 
graphic printing) subject to MOQ’s… 



How does Data compare… 

Test                          A7300 Competitor #1 Competitor #2 Competitor #3  Comment 

Thickness (mm) 1.1 1.1 1.1 1.1 

90° Peel to 

Alum. 
N/cm (lb/in) 

57 (33) 45 (26) 47( 27)  32 (18) Best 

Performance 

T-Block 
N/cm2 (lb/in2 ) 

69 (100) 51(73) 75 (109) 62 (90) Compare well 

Static Shear Pass/ Exceeds 7 

Days 

212⁰ F (100⁰ C) 

Weight = 1.0kg 

Failed (Less than 7 

Day @ 70⁰ C (158⁰ F) 

158⁰ F (70⁰ C) 

weight = 1kg 

158⁰ F (70⁰ C) 

weight = 1.0kg 

Best 

Performance 

Temp 

Resistance 

-30°F to 200°F  

(-35°C to 93°C) 

 

-31⁰ F to 194⁰ F         

(-35⁰ C to 90⁰ C) 

194⁰ F (90⁰ C) 31⁰ F to 194⁰ F 

(-35⁰ C to 90⁰ C) 

Very Good 

Performance 



                  A7400: White Acrylic Foam Tape 

The Basics: 

 

Multi-Layer (Adhesive 2 sides) 

 

 

 

 

 

 

 

• Stock available locally 

• Standard in plastic core 
 

Log Size 

Standard 
Thickness Width Length 

mm mm inche Meter Yard 
0.6 800 31.5 33 36 

1.1 800 31.5 30 33 
2.0 800 31.5 15 16 



Key Benefits of NORBOND®  A7400 White 

 

• NORBOND®:  “Providing Durable, Long Lasting Security” 

• Outstanding viscoelastic and adhesion properties 

• Exceeds 7 Days (10,000 minutes with 1Kg weight ) for 
shear strength even at elevated temperatures 

• OPTIONS:  Highlights our flexibility  liner varieties (with 
graphic printing) subject to MOQ’s… 



How does Data compare… 

Test                      A7400     Competitor  #1 

 

Competitor  #2 Competitor #3  Comment 

Thickness 

(mm) 

1.1 1.1 1.1 1.1 

90° Peel to 

Alum. 
N/cm (lb/in) 

55 (32) 28 (16) 39 (22) 

 

44 (25) Best Performance 

T-Block 
N/cm2 (lb/in2 ) 

75 (110) 47 (68) 100 (145) 99 (144) Compare well 

Static Shear Pass/ Exceeds 7 

Days 

212⁰ F (100⁰ C) 

Weight = 1.0kg 

158⁰ F (70⁰ C) 

weight =.5kg 

158⁰ F (70⁰ C) 

weight =.75kg 

 

158⁰ F (70⁰ C) 

weight =.5kg 
 

Best Performance 

 

Temp 

Resistance 

-30°F to 200°F  

(-35°C to 93°C) 

-35°F to 200°F  

(-35°C to 93°C) 

200⁰ F 

 (93⁰ C) 

194°F (90°C) Very Good 

Performance 



                        A7500: Dark Acrylic core Tape 

The Basics: 

• Monolayer  

 

 

 

 

 

 

 

 

• Stock available locally 

• Standard in plastic core 

Log Size 
Standard 
Thickness Width Length 

mm mm inche Meter Yard 
0.7 800 31.5 33 36 

1.1 800 31.5 30 33 
1.6 800 31.5 20 22 



Key Benefits of NORBOND®  A7500 Black 

 

• NORBOND®:  “Providing Durable, Long Lasting Security” 

• Dark acrylic core tape designed “with a black edge” profile 

• Designed for ideal bonding where a dark aesthetic is 
required 

• Outstanding viscoelastic and adhesion properties 

• OPTIONS:  Highlights our flexibility  liner varieties (with 
graphic printing) subject to MOQ’s… 



How does Data compare… 

Test                         A7500 Competitor #1 - Competitor #2  Competitor # 3  Comment 

Thickness 

(mm) 

1.1 1.0 

 

1.0 1.0 

90° Peel to 

Alum. 
N/cm (lb/in) 

48 (27) 64 (36) 36 (21) 32 (18) Compare well 

 

T-Block 
N/cm2 (lb/in2 ) 

66 (96)        74 (107) 

 

77 (112) 52 (75) Compare well 

Temp 

Resistance 

-30°F to 200°F  

(-35°C to 93°C) 

 200°F (93°C) 200°F (93°C) 

 

248°F (120°C) 

 

Compare well 



Portfolio Performance Summary 

  Thickness 90° Peel to 

Aluminum 

N/cm (lb/in) 

T-Block 

N/cm2 

(lb/in2 ) 

Dynamic Shear 

N/cm2 (lb/in2 ) 

 

Static Shear 

 

Temp 

Resistance 

 

A7200 

(Clear) 

 

1.0 40 ( 23) 

 

  

65 (94) 

 

22 (32) 

 

 

Pass and 

exceeds 

(1000g/212°F 

(100°C) 

 

-30°F to 

200°F  

(-35°C to 

93°C) 

A7500 

(Black) 

 

1.1 48 (27) 

 

 

66 (96) 34 (49) Pass 

(500g/158°F 

(70°C) 

 

-30°F to 

200°F  

(-35°C to 

93°C) 

 

A7300 

(Gray) 

 

1.1 57(33) 

 

 

69 (100) 33 (48) Pass and 

exceeds 

(1000g/212°F 

(100°C) 

 

-30°F to 

200°F  

(-35°C to 

93°C) 

 

 

A7400 

(White) 

 

1.1 55 (32) 

 

 

75 (110) 51 (74) 

 

Pass 

(1000g/212°F 

(100°C) 

 

30°F to 

200°F  

(-35°C to 

93°C) 



Foams & Tapes 

Distinct Advantage – A7200 Transparency 



Foams & Tapes 

Distinct Advantage – A7400 Static Shear 



Liners 

Type NorBond® Liner 

Thickness 

Standard 

Liner 

Release Level 

Standard A7200/A7300/A7400/

A7500 

190µ Blue LDPE Medium 

Future Option A7200/A7300 100µ 

 

Blue PP Easy 

Other Options* Colors* Thickness 

LDPE Clear, Green, Red 120 or 200 micron 

Multi-Layer PE Blue, Red, Orange 120 micron 

Si Paper Brown or White 100 micron 

Si MDPE Blue 70 micron 

Polyester Clear 50 micron 

 *Requires certain MOQ and premium price for non standard liner  

 *Requires make to order for non standard liner 



                    A7200 (Clear) Applications 

1 - Glass furniture component bonding 

2 - Security glass lamination 

3 - Translucent signage 

4 - Bath and shower hardware 

5 - Visual communication 

6-  Polycarbonate bonding 

 

1 

3 

4 

2 

6 

5 



                    A7300 (Gray) Applications 

1- Signage /display bonding 

2 - Bus, truck and trailer body side panel bonding 

3 - Bonding glass to a metal oven door 

4 - Bonding door kick & seal plate 

5 - Bonding munting bars to glass 

 

 

 

1 

2 

2 

3 

4 

5 

http://flickr.com/photos/rhodes/2181258/
http://www.google.com/url?url=http://www.mmlmarine.com/hardware/lasered_products&rct=j&frm=1&q=&esrc=s&sa=U&ei=T4m-U9-KEcusyAS_6oDYBg&ved=0CDIQ9QEwDg&usg=AFQjCNGHmymZYFf_maSWjEf0S6nzUAVq-A
http://www.google.com/url?url=http://aaaluminium.co.uk/work-category/french-doors/&rct=j&frm=1&q=&esrc=s&sa=U&ei=mo2-U_W7I8GMyASS_YCADg&ved=0CBYQ9QEwAA&usg=AFQjCNEnjTBJvqgOWnul1L-2zHCldPgw9g


                       A7400 (White) Applications 

1- Hinges, handles and control elements for appliances  

2 - Mirror mounting 

3 - Roof panel bonding on trucks cabs 

4 - Side panels on bus, trucks and trailers 

5 - Architectural signs 

6 -  Road signs 

 

 

 

 

1 

2 

3,4 

5 

6 

1 

http://4.bp.blogspot.com/-_ojdd5Trimo/TvcnUMiJlDI/AAAAAAAABlM/YDre-uD1DVU/s1600/1135879.jpeg
http://www.google.com/url?url=http://abelapplianceservice.com/tag/washing-machine/&rct=j&frm=1&q=&esrc=s&sa=U&ei=ZtjgU-SJJY2MyASyooCwCA&ved=0CCoQ9QEwCg&usg=AFQjCNFMk4TlcyIkTPTkU8m0Zea6MCCCpg


                      A7500 (Black) Applications 

1- Window shade side panels 

2 – Elevator panels 

3 – Shelving / furniture 

4 – Ceramic cook top bonding 

 

 

 

 

 

 

1 
2 

3 

4 

http://www2.isye.gatech.edu/~jjb/misc/elevators/images/fraser-suites-singapore.jpg


     

Market Segments/Applications 

Industrial:  

• Converters and Distributors  

Habitat: 

• Visual Sign  

• Architectural Panels  

• Interior bonding   

Consumer: 

• White goods 
 

Automotive/Transportation 

• Reflective bonding   

• Body components: Molding, emblems, sensors, 
mirrors, chrome trim, step inlay trim, many, many 

• Bus Panel and Truck Row Bows                                                                                

 


